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APRON FLASHING: A flashing located at the downslope

juncture of a vertical wall and a sloped roof, chimney, or

steeper-sloped roof. (See Details S-10, S-11a, S-11b, S-11c)

BACKER FLASHING: A flashing located at the upslope juncture

of a sloped roof and a vertical wall, chimney, or skylight less than

24" in width. (See Details S-11a, S-11b)

CHIMNEY: A penetration constructed of stone, masonry,

prefabricated metal, or a wood-framed chase clad with siding,

containing one or more flues, projecting through and above the

roof. (See Details S-11a, S-11b, S-11c, S-11d)

CRICKET: A relatively small area of a roof constructed to divert

water from a horizontal or upslope intersection of the roof with a

rising wall, chimney, skylight, expansion joint or other projection,

typically greater than 24" in width. (See Details S-11c, S-11d)

DORMER: A framed projection through the sloping plane of a

roof. (See Detail S-10)

EAVE: A projecting edge of a roof that extends beyond the

supporting wall. (See Details S-2a, S-2b, S-2c, S-6a, S-6b, S-6c)

FIELD OF ROOF: The central or main portion of a roof,

excluding the perimeter and flashings. (See Details S-2a, S-2b,

S-2c, S-4, S-5)

GABLE: Generally, a triangular-shaped portion of building end

wall, directly under the sloping roof and the eave line.

GUTTER: A channeled component installed along the

downslope perimeter of a roof to convey runoff water to the drain

leaders or downspouts. (See Details S-3b, S-3c)

HIP: The inclined external angle formed by the intersection of

two sloping roof areas, or planes. (See Detail S-13a)

PERIMETER FLASHING(S): A flashing or flashing(s) located at

the perimeter of the roof area, such as an eave or a rake

flashing. (See Details S-3a, S-3b, S-3c)

RAKE: The sloped perimeter edge of a roof at or adjacent to the first

rafter or truss. (See Detail S-3a)

RIDGE: The highest point of a roof, represented by a horizontal line

where two sloped roof areas intersect, typically running the length of

the area. (See Detail S-13b)

RIDGE VENT: A continuous penetration at the roof's ridge to allow

ventilation for the space, or roof cavity below. (See Detail S-13a)

ROOF DECK: Generally, a structural component of the building's

roof, capable of safely supporting the design loads, providing a

suitable underlying substrate for roof components.

ROOF VENT: A penetration through the roof to allow ventilation for

the space, or cavity, below. (See Detail S-8)

SKYLIGHT: A roof accessory, set over an opening in the roof,

designed to admit light, typically transparent, and mounted on a

raised, framed curb. (See Detail S-12)

SOFFIT: The underside of any exterior overhanging section of a roof

eave. (See Details S-2a, S-2b, S-2c,  S-6a, S-6b, S-6c)

SOIL STACK: A sanitation pipe that penetrates the roof;  used to

vent plumbing fixture(s). (See Detail S-7)

STEP FLASHING: Individual overlapped (i.e. stepped) pieces of

sheet metal, or other rigid material, used to flash rising walls,

chimneys, dormers, and other such projections, or penetrations,

along the slope of a roof. (See Detail S-9)

UNDERLAYMENT: An asphalt-saturated felt or other sheet material

(may be pressure-sensitive or "self-adhering", etc.) installed between

the roof deck and primary roof covering to shed water and provide

secondary weather protection for the building's roof.

VALLEY: The internal angle formed by the intersection of two sloping

roof areas or planes. (See Details S-6a, S-6b,  S-6c)

VENT THROUGH ROOF (VTR): A penetration, round or another

shape, that penetrates the roof and serves to vent either warm/hot or

cool/cold air transfer.

RAKE: The sloped perimeter edge of a roof at or adjacent to the first

rafter or truss. (See Detail S-3a)

RIDGE: The highest point of a roof, represented by a horizontal line

where two sloped roof areas intersect, typically running the length of

the area. (See Detail S-13b)

RIDGE VENT: A continuous penetration at the roof's ridge to allow

ventilation for the space, or roof cavity below. (See Detail S-13a)

ROOF DECK: Generally, a structural component of the building's

roof, capable of safely supporting the design loads, providing a

suitable underlying substrate for roof components.

ROOF VENT: A penetration through the roof to allow ventilation for

the space, or cavity, below. (See Detail S-8)

SKYLIGHT: A roof accessory, set over an opening in the roof,

designed to admit light, typically transparent, and mounted on a

raised, framed curb. (See Detail S-12)

SOFFIT: The underside of any exterior overhanging section of a roof

eave. (See Details S-2a, S-2b, S-2c,  S-6a, S-6b, S-6c)

SOIL STACK: A sanitation pipe that penetrates the roof;  used to

vent plumbing fixture(s). (See Detail S-7)

STEP FLASHING: Individual overlapped (i.e. stepped) pieces of

sheet metal, or other rigid material, used to flash rising walls,

chimneys, dormers, and other such projections, or penetrations,

along the slope of a roof. (See Detail S-9)

UNDERLAYMENT: An asphalt-saturated felt or other sheet material

(may be pressure-sensitive or "self-adhering", etc.) installed between

the roof deck and primary roof covering to shed water and provide

secondary weather protection for the building's roof.

VALLEY: The internal angle formed by the intersection of two sloping

roof areas or planes. (See Details S-6a, S-6b,  S-6c)

VENT THROUGH ROOF (VTR): A penetration, round or another

shape, that penetrates the roof and serves to vent either warm/hot or

cool/cold air transfer.

APRON FLASHING: A flashing located at the downslope

juncture of a vertical wall and a sloped roof, chimney, or

steeper-sloped roof. (See Details S-10, S-11a, S-11b, S-11c)

BACKER FLASHING: A flashing located at the upslope juncture

of a sloped roof and a vertical wall, chimney, or skylight less than

24" in width. (See Details S-11a, S-11b)

CHIMNEY: A penetration constructed of stone, masonry,

prefabricated metal, or a wood-framed chase clad with siding,

containing one or more flues, projecting through and above the

roof. (See Details S-11a, S-11b, S-11c, S-11d)

CRICKET: A relatively small area of a roof constructed to divert

water from a horizontal or upslope intersection of the roof with a

rising wall, chimney, skylight, expansion joint or other projection,

typically greater than 24" in width. (See Details S-11c, S-11d)

DORMER: A framed projection through the sloping plane of a

roof. (See Detail S-10)

EAVE: A projecting edge of a roof that extends beyond the

supporting wall. (See Details S-2a, S-2b, S-2c, S-6a, S-6b, S-6c)

FIELD OF ROOF: The central or main portion of a roof,

excluding the perimeter and flashings. (See Details S-2a, S-2b,

S-2c, S-4, S-5)

GABLE: Generally, a triangular-shaped portion of building end

wall, directly under the sloping roof and the eave line.

GUTTER: A channeled component installed along the

downslope perimeter of a roof to convey runoff water to the drain

leaders or downspouts. (See Details S-3b, S-3c)

HIP: The inclined external angle formed by the intersection of

two sloping roof areas, or planes. (See Detail S-13a)

PERIMETER FLASHING(S): A flashing or flashing(s) located at

the perimeter of the roof area, such as an eave or a rake

flashing. (See Details S-3a, S-3b, S-3c)

RAKE: The sloped perimeter edge of a roof at or adjacent to the first

rafter or truss. (See Detail S-3a)

RIDGE: The highest point of a roof, represented by a horizontal line

where two sloped roof areas intersect, typically running the length of

the area. (See Detail S-13b)

RIDGE VENT: A continuous penetration at the roof's ridge to allow

ventilation for the space, or roof cavity below. (See Detail S-13a)

ROOF DECK: Generally, a structural component of the building's

roof, capable of safely supporting the design loads, providing a

suitable underlying substrate for roof components.

ROOF VENT: A penetration through the roof to allow ventilation for

the space, or cavity, below. (See Detail S-8)

SKYLIGHT: A roof accessory, set over an opening in the roof,

designed to admit light, typically transparent, and mounted on a

raised, framed curb. (See Detail S-12)

SOFFIT: The underside of any exterior overhanging section of a roof

eave. (See Details S-2a, S-2b, S-2c,  S-6a, S-6b, S-6c)

SOIL STACK: A sanitation pipe that penetrates the roof;  used to

vent plumbing fixture(s). (See Detail S-7)

STEP FLASHING: Individual overlapped (i.e. stepped) pieces of

sheet metal, or other rigid material, used to flash rising walls,

chimneys, dormers, and other such projections, or penetrations,

along the slope of a roof. (See Detail S-9)

UNDERLAYMENT: An asphalt-saturated felt or other sheet material

(may be pressure-sensitive or "self-adhering", etc.) installed between

the roof deck and primary roof covering to shed water and provide

secondary weather protection for the building's roof.

VALLEY: The internal angle formed by the intersection of two sloping

roof areas or planes. (See Details S-6a, S-6b,  S-6c)

VENT THROUGH ROOF (VTR): A penetration, round or another

shape, that penetrates the roof and serves to vent either warm/hot or

cool/cold air transfer.

RAKE: The sloped perimeter edge of a roof at or adjacent to the first

rafter or truss. (See Detail S-3a)

RIDGE: The highest point of a roof, represented by a horizontal line

where two sloped roof areas intersect, typically running the length of

the area. (See Detail S-13b)

RIDGE VENT: A continuous penetration at the roof's ridge to allow

ventilation for the space, or roof cavity below. (See Detail S-13a)

ROOF DECK: Generally, a structural component of the building's

roof, capable of safely supporting the design loads, providing a

suitable underlying substrate for roof components.

ROOF VENT: A penetration through the roof to allow ventilation for

the space, or cavity, below. (See Detail S-8)

SKYLIGHT: A roof accessory, set over an opening in the roof,

designed to admit light, typically transparent, and mounted on a

raised, framed curb. (See Detail S-12)

SOFFIT: The underside of any exterior overhanging section of a roof

eave. (See Details S-2a, S-2b, S-2c,  S-6a, S-6b, S-6c)

SOIL STACK: A sanitation pipe that penetrates the roof;  used to

vent plumbing fixture(s). (See Detail S-7)

STEP FLASHING: Individual overlapped (i.e. stepped) pieces of

sheet metal, or other rigid material, used to flash rising walls,

chimneys, dormers, and other such projections, or penetrations,

along the slope of a roof. (See Detail S-9)

UNDERLAYMENT: An asphalt-saturated felt or other sheet material

(may be pressure-sensitive or "self-adhering", etc.) installed between

the roof deck and primary roof covering to shed water and provide

secondary weather protection for the building's roof.

VALLEY: The internal angle formed by the intersection of two sloping

roof areas or planes. (See Details S-6a, S-6b,  S-6c)

VENT THROUGH ROOF (VTR): A penetration, round or another

shape, that penetrates the roof and serves to vent either warm/hot or

cool/cold air transfer.
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Western Roofing Expo 2018
WSRCA’s 44th Annual Convention & Trade Show
June 10-12, 2018
Paris Las Vegas
3655 S. Las Vegas Blvd.
Las Vegas, Nevada 89109
Phone: (702) 946-7000

Dear WSRCA Exhibitors,

Here is your Exhibitor Service Manual with convention information for your exhibit space and for 
your exhibit personnel.  Please take note of the deadlines, we wouldn’t want you to miss the 
opportunity to be included in our on-site program.

Mandatory information to WSRCA by April 1 (Located in One Easy Electronic Form):
Rules & Regulations, Neighboring Booth Guidelines, Proof of Insurance, Product Description, 
Product Categories.

Hotel Room Reservations:  Due Tuesday May 8, 2018

Your Booth includes:
Each 10x10 booth includes a 8’ backdrape and a 3’ dividing drape that are khaki and blue in color.  
It will also include a 7” x 44” identification sign.  The Paris Ballroom has multicolored carpeting.

Move-In:
Saturday, 6/9: By Appointment
Sunday, 6/10: 8:00am to 5:00pm
Monday, 6/11: 8:00am to 11:00am

Show Hours:
Monday, June 11th: 1:00pm to 6:00pm
Tuesday, June 12th: 1:30pm to 5:30pm

Payment:
Please make sure that you have completed payment for your booth and for your 2018 WSRCA 
membership dues by December 31, 2017.  Non-payment of booth and/or dues will cause your 
booth to be cancelled with no refund.

Thank you for your participation in this year’s Expo!  If you have any questions or comments, 
please contact Joel Viera at the Western States RCA office at (800) 725-0333 or email directly 
joel@wsrca.com.

Quick Facts

The Voice of the Western
Roofing & Waterproofing Industry

275 Tennant Avenue, #106
Morgan Hill, CA 95037

Tel: 650.938.5441
Fax: 650.938.5407

info@wsrca.com
WSRCA.com

Move-Out:
Tuesday, 6/12: 6:00pm to 10:00pm
Wednesday, 6/13: 8:00am to 12:00pm


